SARVA FLEX SERIES

WITH FLASK

LASKLESS

AN [ISO 9001:2015 CERTIFIED COMPANY




TECHNICAL DATA FOR SIMULTANEOUS JOLT SQUEEZE AUTOMATIC MOULDING MACHINES
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SI. MODEL SMFA SMFA SMFA SMFA SMFA SMFA
No. 200 300 450 600 900 1300
1. | Jolting Capacity (Kg) 200 300 450 600 900 1300
2. | Static Squeeze Pressure (Kgf) 4,000 5,000 8,000 11,000 16,000 20,000
3. Dynamic Squeeze Pressure (Kgf) 12,000 15,000 24,000 33,000 40,000 50,000
4. | Squeeze Stroke (mm) 120 130 140 150 170 170
5. | Draw Stroke (mm) 220 220 320 320 350 360
6. | Table Length(mm) 825 960 1070 1240 1350 1400
7. | Table Width (mm) 560 580 680 850 980 1050
8. | Squeeze Plate
Adjustment Min.(mm) 260 260 400 560 635 660
Adjustment Max.(mm) 400 410 600 760 875 900
9. | Mould Box Size (mm) 400x 520 | 450x 550 | 600x650 | 700x 800 | 800 x 1000 {1000 x 1200
10. | Air consumption per Half Mould (Cuft) 10 13.5 18 24 35 48
11. | Distance from column to Table Centre (mm 290 320 435 510 560 630
12. | Air supply to the machine (BSP) 14" 1" 1" 2" 25" 215"
13. | Air Connection (BSP) 1" 1" 19" 19" 19" 2"
14. | Air Receiver capacity (L) 500 750 1000 1500 2000 3000
15. | Weight of the Machine approx. (Kg) 1,800 2,700 4,200 6,500 9,000 11,500
SALIENT FEATURES

® Fully automatic cycle ensures consistant mould quantity and quality.

® High productivity with cycle time of 12 sec to 25 sec.

® (entralized automatic forced lubrication system.

® Sturdy construction.

@ All pneumatic controls are ‘Festo’ make.

® Fully automatic PLC Control system.




TECHNICAL DATA FOR SARVA FLEX MULTIROD SQUEEZE MACHINES WITH FLASK
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I\i']'. MODEL SF200 | SF300 | SF450 SF600 | SF900 | SF1300
1. | Mould Box (L x B) mm 520x520 | 550x 650 | 650x700 | 700x900 | 1000 x 1000 | 1200 x 1350
2. | Height Range (mm) 150/200 |  150/200 |  200/300 |  200/300 200/300 200/300
3. | Pressure @ Mould (Kg/cm?) 7-8 7-8 7-8 7-8 7-8 7-8
4. | Operating Sq. Pressure (Bar) 80 80 80 80 90 90
5. | Power (HP) 15 15 20 20 20 30
6. | Air(cfm) 10 10 10 20 20 20
DIMENSION

1. | Length of Machine (A) 2800 3000 3300 3600 4000 5500
2. | Height of Machine (B) 1800 2000 2500 2700 2300 3500
3. | Width of Machine (C) 2200 2500 2900 3300 3700 4800
4. | Height of Table (D) 1000 1200 1200 1500 1600 1950
5. | Machine Below GL (E) 200 250 300 350 350 450

Weight of the Machine Approx. Kgs 2500 3000 4500 8000 10000 12000

Prod Capacity Mould / Hr 35-45 35-45 30-40 30-40 25-35 25-35
SALIENT FEATURES

e Stand alone Model
® Single Station Moulding
® Horizontal with Flask

® Multi Rod Squeeze
® Bottom Squeeze
® Turn Table Type

® PLC Auto Control

® (ope/ Drag of Different Heights

® Fully Hydraulic Controlled




TECHNICAL DATA FOR HIGH PRESSURE FLASKLESS MOULDING LINE
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@ Horizontal Parting Line

@ Flaskless Moulding System

® PLC Auto Controlled

e Hydraulic Squeeze
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MODEL | MOULD SIZE | PROD RATE | PRESSURE| POWER REQUIREMENT AIR REQUIREMENT DIMENSION
@ MOULD (HP) (CEM) (Meter)
Length x Width | Mould/HR | Kg/Cm?* |Squeeze Station | Line Auto | Shooting Line Length X Width
Height
HP 5252 520 x 520 50 - 60 7-8 22 12 60 35x8
130 -180
HPO 5062 508 x 660 80-90 7-8 32 15 80 40x10
130 - 200
SALIENT FEATURES

e Automatic Jacket Weight Placement

® Primary & Secondary Cooling System
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OTHER ACCESSORIES

Mould Boxes
Cl & SG Grade

All Ranges from
16" X 20" to 40" x 48"

Pallet Cars
Cl & SG Grade

All Ranges from

600 x 600 to 1000 x 1650
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Mfg. & Marketed by

Sarvamangala €ngineers Private Limited
68, SIDCO Industrial Estate, Kurichi, Coimbatore - 641 021.
Tel : 0422-2672714, 2676092 Fax : 0422-2672714

E-mail : sarvamangala_eng@rediffmail.com info@sarvamangalaengineers.com
Website : www.sarvamangalaengineers.com

Assembly Shop

Foundry Unit

Machine Shop

Fabrication Unit

OUR INFRASTRUCTURE



